Technical Specification

Incada Silk

Description Standard Used Unit Value

Thickness ISO 534 micron 325 365 405 445 485 540 590
Weight ISO 536 gsm 220 240 260 280 300 325 350
Bending Resistance Taber 15° MD ISO 2493 mNm 9.8 13.1 16.9 21.3 26.3 33.0 40.2
Bending Resistance Taber 15° CD ISO 2493 mNm 4.5 59 7.7 9.7 12.0 15.0 18.2
Whiteness (printing side) ISO 11475 % 120 120 120 120 120 120 120
Whiteness (reverse) ISO 11475 % 114 114 114 114 114 114 114
Brightness (printing side) ISO 2470 % 9.15 9.15 91.5 91.5 91.5 91.5 91.5
Brightness (reverse) ISO 2470 % 90.5 90.5 9 90.5 90.5 90.5 90.5
Board Gloss 75° 1SO8254-1 % 50 50 50 50 50 50 50

Cobb ISO 535 g/m260 sec 30 30 30 30 30 30 30

Product Certifications
FSC®

Food safe

Toy safe

Mill Certifications
ISO 9001

ISO 14001

ISO 45001

ISO 50001

FSSC 22000

EcoVadis Platinum Medal
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EBB Paper, EBB Board, EBB Office & Paper are all trading entities of Elliott Baxter & Company Limited in th UK. EBB Ireland is a trading entity of Elliott Baxter Ireland limited.
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